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FLATBED SOLUTIONSFLATBED SOLUTIONS

ANCRA INTERNATIONAL presents the finest quality, most reliable winches, tiedowns, and
strap and chain assemblies. They’re designed to exceed the requirements of industry regulatory
organizations such as Department of Transportation, California Highway Patrol, and the Web
Sling and Tiedown Association. On the road, you’ll appreciate our flatbed product benefits:

© Long wearing heavy-duty steel construction

© Versatile products for secure use on various applications

© Weather-resistant load control straps tested for strength 

© Specially engineered construction for maximum durability

© Quick and easy securement

© Custom products for your specific application
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EZ Torque Winches

49739-10
Standard C Track Slider. 
Zinc Plated Finish.
Weight: 13.0 lbs./5.9 kg.
WLL: 5,500 lbs.

49739-13
Storable C Track Slider w/washers. 
Zinc Plated Finish. 
Weight: 14.4 lbs./6.5 kg.
WLL: 5,500 lbs.

Securing Loads Takes a Turn for the Better
With its innovative, patented gear-drive, Ancra’s new EZ Torque Winch secures any flatbed load
with a few turns of an easy-to-use, 6-inch handle. The tested, proven EZ Torque Winch requires
just one-third of the force needed to torque-tighten a winch strap, and can achieve 1,500 pounds
of strap tension quickly and safely. Made from long-lasting zinc-plated steel and covered by a 
one-year full warranty, EZ Torque takes the work out of securing any size load, by any size operator. 
No more pumping a 34" winch bar. For complete information about Ancra’s one-year warranty,
please call Customer Service at 800-929-2627

49739-11
Standard Double L Track Slider. 
Zinc Plated Finish. 
Weight: 13.0 lbs./5.9 kg.
WLL: 5,500 lbs.

49739-14
Storable Double L Track Slider.
Zinc Plated Finish.
Weight: 14.4 lbs./6.5 kg
WLL: 5,500 lbs.

49749-10
EZ Torque 6" Handle.
Weight: 1.88 lbs./.85 kg.

C TRACK

DOUBLE L  TRACK EZ TORQUE HANDLE

HERE’S HOW THE EZ TORQUE
WINCH WORKS:
1. The slack is taken up in a load strap by

turning the hand wheel.

2. The EZ Torque handle is placed on the
winch drive nut and with a few clockwise
turns, the strap is tightened to the proper
tension, up to 1,500 pounds.

3. To release tension, turn the handle counter-
clockwise until the tension is released. 

4. Pulling the hex drive shaft will disengage
the gears. The mandrel is now free to rotate
with the hand wheel.

EZ Torque Winch makes securing loads easy and convenient:
© Patented gear-drive eliminates the need for a winch bar.
© Enables almost anyone to tighten a winch strap on any size load safely and quickly.
© Tested with thousands of tensioning cycles to simulate 10 years of mechanical use.
© Faster load-securing lowers operating costs.
© Available in slider models to fit virtually any flatbed application. Custom models

may be available on request. Contact Ancra Customer Service.
© An anti-reverse mechanism holds tension, even when handle is removed.

Grease fitting simplifies routine 
maintenance

Wind Up
With The Best.

TM
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Accessories

CARGO BAR HOLDER DOOR PULL STRAPS
For pulling overhead and side 
doors and wheel carts. Rust 
protected galvanized steel clip is 
pre-punched for easy installation.

49015-18 18-in. Door Pull Strap. Weight: .20 lb./.09 kg.
49015-24 24-in. Door Pull Strap. Weight: .30 lb./.14 kg.
49015-36 36-in. Door Pull Strap. Weight: .40 lb./.18 kg.

Constructed of rust-resistant galvanized steel,
the Ancra Cargo Bar Holder holds two heavy-
duty or standard-duty cargo bars. The Cargo 
Bar Holder has a locking mechanism and
accommodates both 2" x 4" or 4" x 4" feet.

49348-10 
Weight: 6.875 lbs./3.11 kg.

40386-10  
Series E and A Rope Tie
Off. 3-piece end fitting for
rope use with Series E or
Series A Track. 
WLL: 1,000 lbs./454 kg. 
Weight: .30 lb./.14 kg.

Designed for low-profile mounting in trucks and trailers, the Recessed Pan Fitting is tensioned to reduce ring movement,
but allows easy lifting. The Stake Pocket Anchor can be surface or flush mounted and accepts roll cart lock pins.

40386-12
Series F Rope Tie Off. For rope
use with Series F Track. 
WLL: 500 lbs./227 kg. 
Weight: .30 lb./.14 kg. 

40386-13
For rope use with Series F Track
Canada. WLL: 500 lbs./227 kg.
Weight: .30 lb./.14 kg.

40386-11
Series E and A Rope Tie
Off. Spring actuated fit-
ting for rope use with
Series E or Series A
Track. WLL: 1,000
lbs./454 kg. Weight: 
.40 lb./.18 kg.

45545-15  
With black trim collar.
WLL: 530 lbs./240 kg.
Weight: .30 lb./.14 kg.

49371-10 
Stake Pocket Anchor.
Conforms to USPS
drawing B-13956.
Black Lacquer Finish.
Weight: 0.98 lb./.44 kg.

45849-13
Recessed Pan Fitting.
WLL: 1,666 lbs./757 kg.
Weight: 1.20 lbs./.55 kg.

47772-12
Series E and A
Articulated Track
Fitting. WLL: 1,000
lbs./454 kg. Weight:
.45 lb./.20 kg. 

TIE OFFS  A convenient way to attach rope or web to trailer side wall.

TRUCK & TRAILER FITTINGS

TRANSMAT® FRICTION MAT

49382-10
Sheet 30" x 42" 2mm thick

49382-11
Roll 30" x 1900' 2mm thick

49382-13
30" x 7' 2mm thick
display packaged

These durable rubber mats offer stability to any 
load and reduce risk of load shifting in box cars or
intermodal transport.

© Coefficient of friction of 1.2 min
© Shore A hardness of 35-55 points
© Meets new minimum 1g loading regulations

49542-10 
Series E and A Fitting w/
D-Ring. WLL: 1,000
lbs./454 kg. Weight: 
.34 lb./.15 kg.
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Tension-Limiting Ratchet Assemblies

Part No. Strap Length Weight Webbing Polyester

49021-30 12 ft. 4.50 lbs. 12,000 lbs.

49021-31 16 ft. 5.00 lbs. 12,000 lbs.

49021-32 20 ft. 5.50 lbs. 12,000 lbs.

Series E Heavy Duty Buckle Strap w/ Spring E Fitting. Series E Low Profile Buckle Strap w/ Spring E Fitting.

Part No. Strap Length Weight Webbing Polyester

48672-33 12 ft. 4.00 lbs. 4,500 lbs.

48672-34 16 ft. 4.10 lbs. 4,500 lbs.

48672-35 20 ft. 4.20 lbs. 4,500 lbs.

Ripped out logistic tracks and buckled
side walls caused by overzealous tighten-
ing of the ratchet buckle are things of
the past. Ancra ends that worry with the
Tension-Limiting Ratchet Buckle. It will
tighten to 300 pounds of tension, and no
more.  It’s enough force to secure the cargo
but not enough to damage your truck. Not even
your strongest guys can apply too much force.

How it works

Once the strap is installed in the tracks, ratchet the
strap normally.  When proper tension is reached, the
handle releases and no more tension can be applied. No
matter how zealous you ratchet, you can never go too tight.

Assemblies are available with Low Profile (49715-10, patented) or Heavy Duty (49410-13, patent pending) long handle
buckles. There are six Torque-Limiting Ratchet Buckle Straps available and strap lengths from 12 to 20 feet to meet every
cargo requirement.

Detents in the handle are designed to release at
preset loads that will hold the cargo securely, but
not damage the vehicle or the cargo. 

Working Load Limit: 1,000 lbs./454 kg.
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Cam Buckle Strap Assemblies

6,000 lb. Polyester Webbing (47200) with Cam Buckle 40880-19

41409-13

47608-21

40980-11

41325-10

Part No. Strap Length Weight

40602-10 12 ft. 1.90 lbs.

40602-11 16 ft. 2.10 lbs.

40602-12 20 ft. 2.40 lbs.

Part No. Length Weight

40602-17 12 ft. 1.90 lbs.

40602-18 16 ft. 2.10 lbs.

40602-19 20 ft. 2.40 lbs.

Part No. Length Weight

40602-20 12 ft. 1.70 lbs.

40602-21 16 ft. 1.90 lbs.

40602-22 20 ft. 2.20 lbs.

Part No. Length Weight

40602-23 12 ft. 1.80 lbs.

40602-24 16 ft. 2.00 lbs.

40602-25 20 ft. 2.30 lbs.

Tiedown Straps & Assemblies
Combining Ancra’s sturdy steel cam buckles with our cut-
resistant webbing in lengths of 12, 16, and 20 feet, the Cam
and Ratchet Buckle Strap Assemblies offer quick securement
for light to medium loads. The standard fixed end length for
all straps is 48". Built on a reputation for dependability and
strength, these strap assemblies promise the quality that
comes with every product that bears the Ancra name.

Please note: Ancra webbing comes in three colors, coded according to lengths. 12 ft. webbing is yellow, 16 ft. webbing is gray, 20 ft. webbing is blue.
End fitting part numbers are shown for reference only.

SERIES E STRAP ASSEMBLY  Working Load Limit: 833 lbs./378 kg.

SERIES F STRAP ASSEMBLY  Working Load Limit: 500 lbs./227 kg.

SLAT STRAP ASSEMBLY  Working Load Limit: 833 lbs./378 kg.

Series E Assembly with 3-piece end fitting.

Series E Assembly with spring-actuated end fitting.
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Cam Buckle Strap Assemblies

47608-21

Part No. Length Weight

49025-20 12 ft. 2.20 lbs.

49025-21 16 ft. 2.40 lbs.

49025-22 20 ft. 2.70 lbs.

ELECTRONIC STRAPS  Working Load Limit: 833 lbs./378 kg.

An additional E fitting allows for increased adjustability
for various applications.

Part No. Strap Length Weight

48253-22 12ft. 2.32 lbs.

48253-23 16 ft. 2.52 lbs.

48253-24 20 ft. 2.82 lbs.

42012-12

47608-21

Part No. Strap Length Weight

40602-97 12ft. 1.50 lbs.

40602-98 16 ft. 1.60 lbs.

40602-99 20 ft. 1.70 lbs.43120-19

PLATE TRAILER STRAPS  Working Load Limit: 830 lbs./ 376 kg.

Cam Buckle Strap w/ Wire Hook & Spring E Fitting.

Part No. Strap Length Weight

48253-19 12 ft. 2.10 lbs.

48253-20 16 ft. 2.30 lbs.

48253-21 20 ft. 2.60 lbs.

40024-12

47608-21

Cam Buckle Strap w/ F Hook & Spring E Fitting.

Cam Buckle Strap w/ Wire Hooks.




